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Printer Specifications
Print Speed 9.14 metres / mins (30ft/min)

Print Technology Single Pass 4 Colour LED (CMYK)

Printer Processor CPU: 533  MHz Memory: 512MB  Hard Disk: 40GB Internal

Media Width Maximum Roll Width: 216mm (8.5")  Minimum Roll Width: 152.4mm (6.0")

Print Width Maximum 209.3mm (8.24") 

Print Length Up to 213.4m (700ft)

Substrate Types Self-adhesive label stock. Die-cut label stock. Kiss-cut label stock. Non Die-Cut label stock. Tag stock. Approved films. Approved synthetics.

Print Quality 1200 x 600dpi

Toner Supplies CMY - 11,500 pages at 5%.  K - 11,000 pages at 5% (rated according to ISO/IEC 19798 guidelines) Printer ships with a set of starter toners

Consumables Drums: CMYK - 30,000 pages at 5% (rated according to ISO/IEC 19798 guidelines)  Fuser: 60,000  Transfer Belt: 60,000

Feeder System Input roll maximum diameter: 203mm (8"). Core inside diameter: 76.2mm (3"). Maximum input roll weight: 6.35kg (14lbs)
Cut on the fly, auto cut. Auto page width registration. Front panel LCD interface. Web management system torque.  
Auto adjusting from synchronisation

Rewinder System Output roll maximum diameter: 203mm (8"). Core inside diameter: 76.2mm (3"). Maximum input roll weight: 6.35kg (14lbs)

Software EDGE2Print

Cutter Rotary wheel for end of print-run cutting

Dimensions (HxWxD) Printer and Feeder: 660mm x 434mm x 545mm (25.98" x 17.08" x 21.45"). Rewinder: 330mm x 450mm x 455mm (12.99" x 17.71" x 17.91")

Weight Printer and Feeder: 49.9kg (110lbs). Rewinder: 12.54kg (27.65lbs)

Operating Environment Temperature: 10 ºC to 20 ºC (50 - 89.6 ºF). Humidity: 20% to 60% RH

Power (Typical) 220 - 240 VAC, 50/60 Hz at 1150W

Certifications FCC Class A, CE, cTUVus, CCC

Warranty 12 months

System Requirements CPU	 Intel Xeon E5-1650 @ 3.20GHz, or Intel Core i7-3930K @ 3.20GHz
RAM	 12GB RAM (minimum)
HD	 150GB SATA  10K or 15K RPM
OS	 Windows 7 Professional or Ultimate 64-bit

Options iVDP Variable data software
Printer cabinet to raise your LP215 printer to the correct working height
RIP POD - custom build RIP station housing a powerful hardware platform and pre-installed file management software
LCF215 label finisher  
LabelPro Slitters S100S and S200S for off-line roll slitting

© 2015 Intec Printing Solutions.  Intec brand names and products are the intellectual property and copyright of Intec Printing Solutions.  All other trademarks are acknowledged. Equipment specifications are subject to change without prior notice. E&OE
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Intec Printing Solutions Limited ensures superior quality and resolution, as well as greater consistency and repeatability for the Intec LP215. The Intec LP215 is designed and engineered to 
operate with approved qualified consumables and the Certified Media Library.

LP215 Printer Footprint

LP215 Printer supplied with:
Rewinder and Unwinder, File Management Software, Toner Starter kit (cmyk), Drum set (cmyk), Fuser, Transfer Belt and Test Roll.

Print labels on demand, quickly and easily!

LP215 Roll Dimensions
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